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Specifications  

Flight 
Diagram 

¶ Plus 1 Graphic Terminal Interface in cab 

¶ Hydraulically adjustable turntable 

¶ Automatic leveling platform: 38" x 54" 
(965mm x 1371mm), with access gate 

¶ 2 sets of wireless controls: one set in the 
platform and one set at the truck 

¶ 3 articulating booms (3rd boom telescopes) 
2 rotating turrets, platform extension 

¶ Stability interlocks with monitoring system 

¶ Two power systems: power take-off from 
the truck’s transmission and a back-up 
12volt emergency power system 

¶ 12volt intercom system between platform 
and driver's compartment  

Standard Equipment 

 Vertical Platform Extension 

The Aspen B-32 is 
equipped with a 
hydraulic extension 
on the platform.  
This feature provides 
7’ of vertical reach, 
e n a b l i n g  t h e 
inspectors to get up 
into tight areas and 
close behind beams.   

 

Horizontal Underbridge Reach 31’-6” / 9.6m 

Vertical Reach Down 33’ / 10m 

Vertical Reach Up 33’-10” / 10.3m 

Boom no. 1 movement +40 to - 24   

Boom no. 2 movement +  0 to -105  

Boom no. 3 movement +90 to - 60   

Platform Extension Reach 7’ / 2.1m 

Space Required on Bridge 102” / 2.5m 

Basket Capacity 450 lbs. / 204 kg 

Basket Size 38” x 54” x 42”   
965mm x1371mm 

Overall Length * 32’ / 9.8m  

Overall Height * 10’-6” / 3.2m  

    *    varies depending on chassis and options. 

Overall Weight * 25,000 - 30,000 lb 
11,300 -  13,600 kg 


